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Lc N ] 4 6 0 T The1460T is a fully universal w)
slimline, single lever (track) arm E
closer designed for interior use on -
. s
CLOSERMOUNTS narrow headframes and top rails. =
*HINGE (PULL) SIDE The modern styling and small LLl
TOP JAMB (PULL SIDE) . ! LL.
STOP FACE (PUSH SIDE) projection makeit an excellent

choice forinterior doors.

m (astlron

m All weatherfluid
= Non-handed

a m ULand cUL listed

*HINGE (pull) side mount shown

m Standard 1460T series closer shipped with a standard arm, a slim line plastic
cover, a standard track, a track roller, and self reaming and tapping screws. See
1460T Series page 23 & 24 for options.

m Multiple cover options include; Standard (Slim line), Full and Designer Series.
m Non-sized (2-4) cylinders adjustable for interior doarsto 40,

m Non-handed closer maunts hinge side, top jamb (pull side), and stop face on
either right or left swinging doors.

m Standard or optional custom powder coat finish.

m Optional plated finish on Designer Series metal cover, armand fasteners.
(Available with powder coat finishes only).

m Optional SRI primer for installations in corrosive conditions.
m Tested and certified under ANSI Standard A156.4, grade one.
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MOUNTING DETAILS

1460T SERIES
HISJSE 'FIPF‘JUGLL) SIDE

MAXIMUM OPENING

Templating allows up to 1809, trim and frame
permitting, limited to 115° when optional
bumper s installed.

Consult factory if door will be held open
at1802

Hold-open points at 85 909 9521009 1100
or 1150 with hold-open tracks.

Please note that many track style door
closers are capable of allowing 1800 of door
swing. Be aware that the majority of track
style closers are at their weakest closing force
in the 1800-130° range. Consult factory for
applications where an exterior

or large/heavy door must swing 180°

Optional, Non-handed
Designer Series
Metal Cover
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Options

Regular track with bumper.
Hold-open track.

Hold-open track with bumper.
Full cover. (FC)

Designer Series metal cover.
(DS)

Special Templates

Customized installation templates
or products may be available

to solve unusual applications.
Contact LCN Product Support

for assistance.
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m Butt Hinges should not exceed 57 (127 mm) in width.

m Auxiliary Stop is recommended where a door cannot swing 180°.
Optional track bumper assembly assists backcheck in cushioning the opening
swing of the door. It is not intended to replace an auxiliary stop.

m Reveal should not exceed 1/8” (3mm).

m Top Rail less than 2-1/2” (64 mm) requires PLATE, 1460T-18.
Plate requires 1-1/2” (38 mm) minimum.
With Full cover, use PLATE, 1460T-18FC.
With Designer Series metal cover, use PLATE, 1460T-18DS.

m Clearance of 2-3/8” (60 mm) behind door required for installation.
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1460T SERIES

TOP JAMB éPULL SIDE)
MOUNTIN

MAXIMUM OPENING

T Templating allows up to 1809 limited to
T o s 1L 0 | 1150 when optional bumper is installed.
Somr

>3 11 Consult factory if door will be held open
‘3 2
i 60 mm 32mm at180¢9

I 51 rm _70 o Hold-open points at 859 909 9591009,
; = | 1100 or 1150 with hold-open tracks.

) == — o i ( Please note that many track style door
[® ® J >—/ closers are capable of allowing 180° of

door swing. Be aware that the majority
of track style closers are at their weakest

1460T - 18 2 closing force in the 180° - 130° range.
B ] / Consult factory for applications where
i - an exterior or large/heavy door must
swing 1809
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Optional, Non-handed
Designer Series
Metal Cover

12+
‘ 318 mm ‘
m Butt Hinges should not exceed 5” (127 mm) in width. &—w
m Auxiliary Stop is recommended where a door cannot swing 1800,
Track bumper assembly assists backcheck in cushioning the opening swing L 12 % J
of the door. It is not intended to replace an auxiliary stop. 314 mm
m Head Frame less than 2-3/4” (70 mm) requires PLATE, 1460T-18.

Plate requires 1-3/4" (44 mm) minimum. 3
With full cover, use PLATE, 1460T-18FC. , 76 mm

With Designer Series metal cover, use PLATE, 1460T-18DS.

m Reveal (hinge side) should not exceed 1/8” (3 mm). Options
m Top Rail minimum1-1/4" (32 mm). m Regular track with bumper.
m Clearance1-1/4" (32 mm) behind door for installations. = Hold-open track.

m Hold-open track with bumper.
= Full cover. (FC)
m Designer Series metal cover. (DS)

Special Templates

Customized installation templates
or products may be available

to solve unusual applications.
Contact LCN Product Support

for assistance.
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MOUNTING DETAILS

1460T SERIES

STOP FACE (PUSH SIDE)
MOUNTING

MAXIMUM OPENING

Templating allows 1100 limited to
1000 when optional bumper is installed.

Hold-open points at 852 909 959 or
1000 with hold-open tracks.

Optional, Non-handed
Designer Series
Metal Cover
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Options

m Regular track with bumper.
Hold-open track.
Hold-open track with bumper.
Full cover. (FC)
Designer Series metal cover. (DS)

Special Templates

Customized installation templates
or products may be available

to solve unusual applications.
Contact LCN Product Support

for assistance.
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m Butt Hinges should not exceed 5” (127 mm) in width.

m Auxiliary Stop is recommended where a door cannot swing 1100,
Track bumper assembly assists backcheck in cushioning the opening
swing of the door. It is not intended to replace an auxiliary stop.

m Clearance 1460T projects 2-3/8” (60 mm) from door face.

m Top Rail less than 4” (102 mm) measured from the stop face requires
PLATE, 1460T-18PA. Plate requires 1-1/2” (38 mm) minimum.
With Full cover, use PLATE, 1460T-18PAFC.
With Designer Series metal cover, use PLATE, 1460T-18PADS.

m Stop Width minimum1-1/4” (32 mm).
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