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»PUERTA DE IMPACTO MARCA ELIASON MOD.HCP-10/ HCG-10

Your Durable, Versatile and
Attractive Tratfic Door Solution.

HCP-10/ HCG-10 IMPACT TRAFFIC DOOR

These attractive and durable impact traffic doors are designed for use in a wide variety of applications, including grocery, retail,
commercial and light industrial. The 1-14" thick door panels are constructed with a structural PVC internal framework, clad with impact
resistant ABS face sheets and foamed in place with CFC-Free urethane foam for excellent insulation value. The scratch-resistant
acrylic vision panels are 14" x 16" set in black rubber molding: These attractive, durable door panels are textured on both sides and
operate on the Easy Swing Hinge System picneered by Eliason more than thirty years ago, and still the smoothest-operating and most
reliable hinge system on the market today. The HCG-10 has full perimeter

gasketing for cooler applications. " E L ] '_.f'\ ‘-3 Lﬂ) N

V07.19

9(229]288-1552 l—i portonesautomaticos@adsver.com.mx [\ | DAHI'

portonesautomaticos@prodigy.net.mx ResiENCAL  comercial aoustrue  International Door Association E. ;

7-5107, 167-8080, ' www.adsver.com.mx




ELIASON

AUTOMATIC
DOOR

SPECIALISTS

Puertas & Portones Automaticos, S.A. de C.V.
/'/%:e,a’c‘ﬁa /am&?{ es ta Soluein!....

»PUERTA DE IMPACTO MARCA ELIASON MOD.HCP-10/ HCG-10

Eliason HCG-10 / HCP-10 Doors

Quality Engineering
Proven Over Time

* HCP-10 and HCG-10 represent the most durable
impact traffic doors available for a wide variety of
applications including grocery, retail, commercial and
light industrial.

. Attractive textured door panels are constructed with
a structural PVC internal framework, clad with impact
resistant ABS face sheets available in a variety of
colors,

« These doors operate on the Easy Swing Hinge
System patented by Eliason.

The HCG-10 door comes with a full perimeter edge
gasket for walk-in cooler applications.

Specifications

DOOR BODY: Urathane foam core with
a high strength structural PYC trame,
1-1/2" total door thickness. high bumpers or scuff plates.
WINDOWS: 14" x 167 clear acrylic,
double glazed set in black rubber
maolding,

saal.

OPTIONS: Avallable with optional Easy Spring
FINISH: .0BO" thick high-impact

thermoplastic exterior, qguards, variaus window sizes,

HINGES: Eliason Easy Swing® Hinga.
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—HEAVY DUTY BOTTOM

EASY SPRING BUMPERS: Standard 18" high (both

sides of each door panel). Optional: 24°, 36" or 42"

HCG-10: Same finish as the HCP-10 with perimeter

Bumpers, Impact plates, zinc or stainless steel jamb
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product features
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ELIASON EASY SWING HARDWARE

__————ELIASON EASY SWING
HARDWARE COVER

14" X 16" CLEAR ACRYLIC WINDOW,
DOUBLE GLAZED, SET IN BLACK
RAUBBER MOLDING.

0.080" THICK HIGH-IMPACT
/THEHMOPLASTIC EXTERIOR

T

PERIMETER SEAL
(HCG-10 ONLY)

HIGH STRENGTH
STRUCTURAL PVC
FRAME

|

Z— URETHANE FOAM CORE

\‘— 18" HIGH ROTATIONALLY
MOLDED EASY SPRING

JAMB GUARD BUMPER (OPTIONAL}

(OPTIONAL)

LEAF (OPTIONAL)

Metallic Off
Colors: & wirke
gr%:d Beige M

Cadet
Blus Gray

Antfique
White
!

White
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