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Y TABLETA ELECTRONICA PARA OPERADOR INDUSTRIAL COMERCIAL MARCA LIFTMASTER
MOD. H501L4 / H101L4 / GH101L4 / T501L4 / T101L4 / GT101L4.

Logic 4.0 - Single Phase
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NOTE: Lock Sensor is provided on Models
DJ and DH only, red wire from main harness

connects to NC on Bypass L/S and to NO on

LOCK SENSOR Switch. White wires connect

the COM on BYPASS L/S and LOCK SENSOR
Switch to NC on Open L/S.

1
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NOTE: The Lock Sensor Switch is .
1
1
AN

located in the chassis.
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YTABLETA ELECTRONICA PARA OPERADOR INDUSTRIAL COMERCIAL MARCA LIFTMASTER
MOD. GH203L4 / GT203L4.

Logic 4.0 - Three Phase
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NOTE: Lock Sensor is provided on Models

DJ and DH only, red wire from main harness
connects to NC on Bypass L/S and to NO on
LOCK SENSOR Switch. White wires connect

the COM on BYPASS L/S and LOCK SENSOR rene
Switch to NC on Open L/S. I

NOTE: The Lock Sensor Switch is Emmamad,ome,ve,
located in the chassis.

NOTE: 32 Vdc power supplied
from White and Yellow wires located
within the electrical box.
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