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) TABLETA ELECTRONICA PARA OPERADOR INDUSTRIAL COMERCIAL MARCA LIFTMASTER
MOD. H501L5 / H101L5 / GH101L5 / GH203L5 / T501L5/ T101L5 / GT101L5 / GT203L5.

Logic Board Overview

LOGIC 5.0 - SERVICE KIT# KO01D8395
Optional Auxiliary / 14D1 344A
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) TABLETA ELECTRONICA PARA OPERADOR INDUSTRIAL COMERCIAL MARCA LIFTMASTER
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Logic Board Overview

Logic 5.0 Power Board - Dual Voltage Connections

* Reduces stocking a wide variety of operators due to range of potentially required voltages.
e Minimizes lost time if operator does not meet predetermined job site voltage requirements.
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N4 & N4X Electrical Box Board Requirements

The N4 & N4X Electrical Boxes require specific power boards.
When installing power boards for the N4 or N4X Electrical boxes, choose one of the compatible power boards outlined
below that fit your specific voltage requirements.

1 Phase Power hoard - 115/230V, N4/N4X

Service Kit# K001D8398 El ATl fok B
3 Phase Power hoard - 230/460/575V, N4/N4X -5
Service Kit# K001D8116-1
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MOD. H501L5 / H101L5 / GH101L5 / T501L5 / T101L5 / GT101L5.

Logic 5.0 - Single Phase

Refer to the installation
manual for LiftMaster
Monitored Entrapment  Ancillary
Protection (LMEP) Sensing
device connections Edge

Hoist Interlock
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*NOTE: Black and gray positions vary by model.
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RPM BOARD

NOTE: Lock Sensor is provided on
Models DJ and DH only, red wire from
main harness connects to NC on Bypass
L/S and to NO on LOCK SENSOR Switch.
White wires connect the COM on BYPASS
L/S and LOCK SENSOR Switch to NC on
Open L/S.

NOTE: The Lock Sensor Switch is
located in the chassis.
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External
Radio Receiver

NOTE: 32 Vdc power supplied

i = S from White and Yellow wires
= SRk ! located within the electrical box.
O (see note at left)
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Logic 5.0 - Three Phase

Refer to the installation | Alert LED
manual for LiftMaster

Monitored Entrapment Ancillary
Protection (LMEP) Sensing
device connections Edge
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operators built before February
2016 do not have these

NOTE: Logic 5.0 three-phase
connectors
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*NOTE: Black and gray positions vary by model.

RPM BOARD

NOTE: Lock Sensor is provided on
Models DJ and DH only, red wire from
main harness connects to NC on Bypass
L/S and to NO on LOCK SENSOR Switch.
White wires connect the COM on BYPASS
L/S and LOCK SENSOR Switch to NC on
Open L/S.

NOTE: The Lock Sensor Switch is
located in the chassis.
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External Radio
Receiver

NOTE: 32 Vdc power supplied
from White and Yellow wires
located within the electrical box.
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